(I) To achieve the required accuracy of calibration, a minimum of 500 kg. of stamped weight:
required, except that for low capacity scale an acceptable limit on the total mass of calibr.
weight would be 20 percent of the scale capacity.

(m)When calibration of weighing equipment is carried out all personnel involved shoul
competent and fully trained, the procedures should be fully documented, and special atte
should be paid to the health and safety aspects of the procedure.

ANNEXURE - D

DELIVERY TICKET INFORMATION
(Clause 5.9.6.5)

D-1 The following information shall be included in the delivery ticket to accompany the load to the
purchaser :

(a) Name or number of the ready-mixed concrete depot

(b) Serial number of the ticket

(c) Date

(d) Truck number

(e) Name of the Purchaser

(f) Name and location of site

(g9) Grade or mix description of the concrete

(h) Specified target workability

(i) Minimum cement content (if specified)

() Type of cement and grade (if specified)

(k) Maximum free water-cement ratio (if specified)

() Nominal maximum size of aggregate

(m)Generic Type or name of any chemical and mineral admixtures included.

(n) Quantity of concrete in m

(o) Time of loading

(p) Signature of the plant operator

(g) A statement warning the purchaser of the precautions needed to be taken when working

with cement and wet concrete.

D-2 On site the following information will be added. :
(a) Time of arrival on site.
(b) Time when discharge was completed.
(c) Any water/admixture added by the supplier to meet the specified workability.
(d) Any extra water /admixture added at the request of the purchaser of the concrete, or
his representative, and his signature.
(e) Pouring location.
(f) Signature of the purchaser or his representative conforming discharge of the load.
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TYPICAL SET UP OF STEEL WALL FORM WORK

Sub Head : R.C.C. (Form Work)

Clause : 5.2.3.6
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Single Sided Wall Form (Adjustable)

Fig. 5.1A:

Fig. 5.1B : Double Sided Wall Form

All Members are of Steel

Fig. 5.1 : Typical Set Up of Steel Wall Form Work
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